1.1.1 Private A-G Communications 

1.1.1.1 Purpose

This procedure defines the coordination and SN equipment reconfiguration required for support of A-G Private Medical Conference (PMC) communications.

1.1.1.2 Participants

a. FD.

b. GC.

c. Houston Comm Tech.

d. White Sands Ops/STGT Ops.

e. CSC-X Controller.

f. Houston Voice.

1.1.1.3 Procedure

a. General. Private A-G voice is recorded at the WSC in digital form on the MDM Line Outage Recorder (LOR).

1. WSC will attach the special Space Shuttle private conversations label STDN No. 2166, to both the reel and tape container (see Figure 2-2). 

2. Disposition of the tape will be in accordance with procedures delineated in Section 9 of this document.

b. Coordination

3. At least 5 minutes prior to implementing a private A-G communications (private medical conference, etc.) with the Orbiter, the GC will instruct Houston Comm Tech to request White Sands Ops/STGT Ops and to configure for support of a pending private A-G conference.

4. A WSC technician will disconnect the voice processor audio outputs from all WSC systems by performing the following configuration in accordance with on-station procedures: 

Remove the following patch cords or looping plugs:

SUE-A AUDIO PATCH PANEL J2, J4, J6, J8. 
SUE-B AUDIO PATCH PANEL J2, J4, J6, J8. 

5. Private A-G communications will not be monitored by the station unless specifically requested by JSC.  The CSC-X Controller will notify Houston Comm Tech and White Sands Ops/STGT Ops when configured for support.

6. Houston Comm Tech will notify Houston Voice to turn off Delta Modulation System (DMS) speakers.

7. Houston Comm Tech will then notify the GC, who will forward the information to the FD.

8. Following completion of the private A-G communications conference, Houston Comm Tech will notify WSC, GC, and White Sands Ops/STGT Ops, that the private A-G communications conference is completed and request WSC to normalize operations.

9. WSC will normalize operations in accordance with local on station private A-G procedures, and notify and Houston Comm Tech on the TN COORD. 

Figure 2‑2.  Space Shuttle Private Conversations, STDN Label 2166

1.1.2 Private Video Conferences

1.1.2.1 Purpose

This procedure defines the coordination and the WSC TV equipment reconfigurations required for support of Private Video Conferences.

1.1.2.2 Participants

a. Houston TV.

b. White Sands Ops/STGT Ops.

c. White Sands TV/STGT TV.

1.1.2.3 Procedure

a. General

10. Audio associated with the Private Video Conferences is recorded digitally on the MDM LORs at the WSC.  The completed tape reel is specially labeled and stored in the Tape Storage Room to ensure the privacy of the communication.

11. When the MDM LOR tape upon which the Private Video Conference digital audio has been recorded is full, the Space Shuttle Private Conversation Label (STDN No. 2166) is applied to the hub reel and tape container (see Figure 2-2).  The tape is then stored in the tape storage area, separate from other stored tapes.

12. Disposition of the tape will be in accordance with procedures delineated in Section 9 of this document.

b. Coordination

13. At least 10 minutes prior to conducting a Private Video Conference with the Orbiter, Houston TV will notify White Sands Ops/STGT Ops, on the TN COORD that they are going to configure the network for a Private Video Conference.   Actual network TV configuration will be conducted between Houston TV and White Sands TV/STGT TV on the TV Conference.

14. White Sands TV/STGT TV will advise Houston TV on the TV conference when they are configured for the Private Video Conference.

15. At the termination of the Private Video Conference, Houston TV will notify White Sands Ops/STGT Ops on the TN COORD, that the Private Video Conference has ended and that the network is to be normalized.  White Sands TV/STGT TV will notify Houston TV on the TV Conference, that their respective station has been normalized.

c. WSC Configuration.  White Sands TV/STGT TV will configure the site and their TV equipment as follows:  

16. Cease recording audio/video associated with the Private Video Conference.

17. Terminate the following jacks with 75 ohm termination plugs:

Racks 1076/1077:  J20, J22, J34, J36, J38, J40, J42.
Rack  7641:  J1 through J8.

18. Remove bottle plugs from the Shuttle Unique Equipment (SUE)/Intrafacility Communications System (ICS) interface, Rack 1081/1082 audio patch panel locations:  J2, J4, J6, J8.

19. Turn off the TV monitors at the following locations:

Rack 1074/1075:  Tektronix 650 monitors.
DIS Console:  TV monitors.

20. Ensure the VM700A is not in the picture mode.

21. White Sands TV/STGT TV will disable DSW1-2 through DSW1-10, and DSW2-11 at the online encoder.  DSW1-1 (JSC Medical) will remain enabled.  White Sands TV/STGT TV will advise Houston TV when the decoders have been disabled.  Houston TV will verify that all disabled stations are not decoding the received video.
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note


1. 	Labels are black on fluorescent orange.


2.	Voice from tapes containing this label will not be converted to analog; therefore, data transmission is permissible.









2-5X
450-TNOSP-Space Shuttle


Original


